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Navalimpianti Tecnimpianti equipment on MSC Poesia (Hull S32) and MSC Fantasia (Hull T32)
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MEDITERRANEAN MSC POESIA - Hull § 32
SHIPPING COMPANY  Chantiers de I’Atlantique - 2008




Navalimpianti Tecnimpianti is leader, at international level, in the design and supply of marine equipment for passenger and merchant ships, navy, offshore and mega yachts; up to now the group has already supplied more than 15,000 plants and equipments all over the world. 

On MSC Poesia Navalimpianti Tecnimpianti has designed, fabricated and will deliver:

A_ Inward opening, hydraulically operated, side shell watertight doors, in particular : 

· 2 watertight shaped side doors for tender platform access on deck n° 3 

· 1 watertight flat side door enabling unloading of engine spare parts on deck n° 4, starboard 

· 8 watertight side doors on deck n° 4 (4 on port side and 4 on starboard side), enabling loading of the luggage, the provisions or embarking the crew

· 4 flat watertight side doors on deck n° 5 enabling boarding of passengers 

· 2 flat watertight side doors on deck n° 6 enabling boarding of passengers 

· 2 shaped platform for forward mooring on deck n° 7

B_ Inward opening, manually operated, side shell watertight doors: 

_ 2 bunkering station doors on deck n° 4 (1 on port side, 1 on starboard side) 

C_ 2 Lateral provision Loading Platforms with manoeuvring cylinders and  iping cylinders 

D_ Aft Electro-Hydraulic Lifting Platform and Hydraulic Deck Hatch Cover:


One lifting platform stored on deck n° 3 and serving deck n°4


One hatch cover on deck n° 4 above lifting platform

E_ Forward Lifting Platform hydraulically operated serving deck n° 2 and deck n° 4
F_ Side Electro-Hydraulic Tender Platforms with equipments to be installed one on each side of the vessel to give access for passengers to the tender boats, each one operated by 2 hydraulic cylinders . Both the platforms are splash-tight in the close position 

1 Shell door with electro hydraulic operation is provided for access to each tender platform

